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Terminal  
Options

TS500 
$900

TS700 
Smart Fingerprint 
$1250

FR1000 
Facial Recognition 
$1500

Features •	 Biometric multi-spectral 
reader

•	 Touchscreen Android 
operating system

•	 Audio and visual 
feedback for accepted 
and rejected card 
swipes

•	 Multi-factor authentication 
options using fingerprint, 
card/PIN or password

•	 View timecard/hours 
worked/PTO balances

•	 Submit leave requests

•	 Job transfers

•	 Standard Wi-Fi 
connectivity

•	 Biometric multi-spectral 
reader

•	 Multi-factor authentication 
options using fingerprint, 
Smart Card, PIN, and 
barcode or magnetic 
stripe

•	 Built in Wi-Fi and 
Bluetooth 4.0

•	 Real time communication 
technology leverages 
seamless real time 
data transfer from the 
timeclock to third party 
systems

•	 Flexible APIs manage, 
control, and monitor 
TS700 Smart Biometric 
and RFID devices

•	 Multi-factor authentication 
options including facial 
recognition, contactless RID 
Card, and PIN

•	 Built in Wi-Fi and Bluetooth 4.2

•	 Real time data communication

•	 View time-card/hours worked/
PTO balances

•	 Submit leave requests and view 
schedules

•	 Highly-secure, ultra-fast face 
identification collects more 
geometric data points and 
facial contours under any light 
condition

•	 All data and communication 
transfer/storage is encrypted 
and uses the latest TLS 2.0, SSL 
security standards

•	 FR1000 works even when the 
internet goes offline

Specifications •	 User Capacity: 
1000/10,000 optional

•	 Fingerprint Capacity: 
10,000/100,000 optional

•	 Dimensions:  
5”H x 7.5”W x 2.75”D

•	 Display Screen:  
5.0”, five-point touch, 
color LCD

•	 Door Access Control: 
Relay connects for 
external doorbell or dry 
contact for door lock

•	 Fingerprint Capacity: 
1000/10,000 optional

•	 Dimensions:  
11.25”H x 8.75”W x 6.25”D

•	 Display Screen:  
5.00”, five-point touch, 
color LCD

•	 Door Access Control: 
Universal relay connects 
directly to any 12V 
electronic door lock

•	 Dimensions:  
10.8”H x 5” W x 1.8”D

•	 Door Access Control:  
Dry contact relay and ethernet 
10 connectivity


